VIN - 819

2026 MERHOW BRONCO 7300 SL GN

320"

STANDARD FEATURES -

DOORS AND WINDOWS | _REARTACK _  STALL _,  STALL STALL 48" o6~
* All Doors & Windows are keyed alike. s 4o 40 4 SHORT WALL
» Butterfly style latch on escape door (3 horse and larger). 282500 poon .;:’;b.,
. . WAy iron o b?‘?,,’e
* Drop down feed windows standard on all head windows. /| Tu, '"f\“

60/40 FULL DOORS
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Radius corner window with bar guard on hip side (1) per stall.
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Drop down feed windows standard on escape door. T g o I A = b
Escape door standard on 3 horse and larger models. %9 @ @ @: DT \
Full height, 60/40 doors at rear of trailer. (slant load models)
Window with bar guard on rear curb side door.
* 4' short wall dressing room on gooseneck models. i e

Paddle latch in escape door. (3 horse and larger models). 81)," @
@# !
* Wrap-around hinges on rear doors with a hold back per door.
* Clothes rod in dressing room.
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100" LONG WALL

* Rubber mats on dressing room floor. 3HSLANT GN
ELECTRICAL & ELECTRICAL DISTRIBUTION
* Break-away emergency brake system & safety chains. 3 HORSE SLANT LOAD GOOSENECK WITH ALUMINUM SKIN
* 7 way bargeman cord for trailer lights. EMPTY WEIGHT - 5,450 LBS
FRAME & STRUCTURE BELLY LENGTH - 18'8” TRAILER WIDTH - 6°9.25”
: 2"5/16“ coupler: (adjustable height for gooseneck models) INSIDE HEIGHT - 7'8” STALL WIDTH - 40”
L & cross members commonly on 14r cemers. ¥ DRESSING ROOM - 4 REAR DOORS - 60/40
* Extruded aluminum floor below dressing room & horse area. AXLE - (2) 6,000 LBS GVWR - 12,000 LBS
* One piece seamless aluminum roof.
* White, .040 exterior aluminum skin (optional color upgrades) OPTlONAL EQUIPMENT ADDED
HORSE AREA Black Exterior Side Sheets
* 40" stall setting (measured center of hinge pins. slant load) * Aluminum Extrusion On Horse Area
* .100 aluminum kick plate on butt wall behind ballistic liner sheet. * Stainless Steel Nose Wrap
* (2) Interior & (2) exterior horse ties standard per horse stall. + 16”, 8 Lug Gun Metal Aluminum Wheels
. ;eed bag rlng.s at all stalls. . ST235/80R16 Tires
* Rubber mats in horse area and rear tack. 3 )
* Padded chest and butt straps. ) Fl!p-Up Step At The Dressing Room
* Padded dividers with air flow shoulder sections. * Flip-Up Step At The Escape Door
JACKS * Bauer Cam-Bar Lock Added to Cam-Bars (Qty. 3)
* Manual crank, single speed leg with drop foot on gn models. * Walk Through Door Between The Dressing Room & Horse Area
LIGHTNING & ELECTRICAL
* (1) 12v led stall light per stall on butt wall for slant load models & (1) per stall on
curb and road sides for straight load models. -
* (1) 12v load light over the rear horse loading door. MSRP $66'487
* (2) 12v lights in the dressing room.
* (2) Sets of led stop/tail lights. 5 1 9 9 9
* Led exterior clearance lights (including upper and lower). ’
RUNNING GEAR AND BRAKES YOUR PAYMENT
* 0° dexter ez-lube torsion axles. (on gooseneck models). MONTHLY BI-WEEKLY

* Electric brakes on all wheels.

* Spare steel wheel and tire standard.
» Steel wheels standard with aluminum wheel options. $46 1 $2 1 3
TACK AREA

* Collapsible rear tack with tie-back. (slant load models only)

* Ply-felt on rear road side door & road side wall of rear tack. (slant load models 0AC OAC
only). TERM/AM INTEREST RATE

TACK HANDLING STORAGE

* (1) Aluminum brush box installed on rear road side door in rear tack (slant load fo)
models) installed on partition wall in dressing room on straight load models. 240/240 799 /O

(1) Saddle boss and (1) blanket bar per horse stall.
* (1) Saddle rack and saddle rack location. (in rear tack, slant load models only).
(1) Set of 8 heavy duty bridle hooks. (installed on rear tack sidewall on slant load OAC, finance fee of $599 Included in payment, cost of credit during term: $55,602.53 (APR 8.62%)

Models and partition wall in dressing room on straight load models).

* Second saddle rack location in the dressing room.
VENTILATION WARRANTY
(1) 2 Way roof vent per horse stall. 2 YEAR HITCH TO BUMPER WARRANTY

8 YEAR STRUCTURAL WARRANTY



